Disclaimer

The information contained in the attached “General Scope of Work” is made available to the public by the City of Springfield for information purposes only and may not reflect the realities of the actual rehabilitation work that needs to be done at the property.  The intent of the “General Scope of Work” is to assist an individual in creating a rehabilitation plan for the property.

Neither the City of Springfield, nor any of its employees, agents, representatives or attorney’s assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, product or process disclosed in the Scope of Work.

It will be the buyer(s) responsibility to review the “General Scope of Work” with appropriately licensed contractors.  Buyer will be responsible for ensuring all work is complete in accordance with all applicable code(s) and/or regulations by appropriately licensed contractors.

Reference herein to any specific commercial product, process, service by trade name, trademark, manufacturer, or otherwise, does not constitute or imply it’s endorsement, recommendation, or favoring by the City of Springfield. 

86 Dawes Street
General Scope of Work

Exterior

1. Chimney: 
· Tuck point chimney by raking joints ½” depth and wetting work.  New mortar to match existing as closely as possible.
2. Roof: Replace missing shingles. 

2. Foundation: 
· Tuck point foundation by raking joints 1/2" depth and wetting work.  New mortar to match as closely as possible and will comply with ASTM specifications. 
4. Siding: 
· Repair siding by installing a new vinyl siding to entire structure using complete coverage system.

· Prepare walls by removing existing siding to provide a smooth surface.

· Do Not jump casings at windows and doors.

· Install backer board on siding.

· Cover all soffit, fascia, rakes, window and door trim, winow sills to the inside stool with .025 aluminum panels.

· Cover all exposed wood trim (fascias, rakes, casings, brick molds, sills, etc.) with premium aluminum coil stock, custom formed on site to match existing configurations.

·  Install vinyl soffit material to all soffits and ceilings.
5. Gutters: Install new where missing.

6. Doors: Install pre-hung exterior doors, complete with jambs, threshold, brick mould, and keyed lockset.  Installation shall include the removal of existing door (if any) and the preparation of the rough opening to accept the installation of the new doors. 

7. Windows: Install vinyl replacement windows.  Remove all cords and weights, insulate jackets and cavities on both sides.  Interior stops and trim to be fitted to match existing.
6. Porches: 

· Remove all defective structural and decorative members of porch to sound construction and replace with new materials to conform to Building Code and standard practice of the trade.
· Repair existing defective piers by pointing and repairing defective members.

Interior

7. Ceilings: Repair structurally defective ceiling by removing deteriorated sections and cover entire area using new sheetrock fastened to framing using screws or ring groove sheetrock nails.  Tape and seal all seams and nail-heads using joint compound.  Sand to a smooth finish and paint.

9. Walls: Patch and prepare all surfaces by cleaning, removing loose/flaking paint on wall surfaces, fill holes and depressions in walls , taping and floating cracks, blending in old patches, sanding and scraping of woodwork to remove loose/flaking paint and to feather out old paint edges. Prime and paint walls, using satin sheen vinyl latex paint per manufacturer instructions.

10. Woodwork (Windows, doors, base etc): Replace missing and broken trim to match existing trim.

11. Doors: Replace damaged and missing doors with new solid core wood door(s) with new butts (hinges) and lock, on existing jamb. Paint or varnish.

12. Floors:
· Kitchens, pantry, halls, baths and landings: Repair floor by installing new vinyl inlaid applied over 1/4" underlayment, using waterproof cement.  

· Replace damaged wood flooring where needed to match existing and sand and finish hardwood floors. All work to be professionally done with proper equipment. Finish will be with two coats of Urethane, brushed-on.

13. Kitchen: Remove and dispose of existing sink, trap and defective piping.  Install new      bowl stainless steel, drop-in sink complete with new trap, piping, shut-off valves and associated trim.  Install new wooden wall and base units with formica countertop and backsplash. 

14. Bath: 
· Repair plumbing and fixtures in entire bathroom.

· Remove and dispose of existing floor, fixtures and piping throughout bathroom.

· Install complete new copper or PVC vent piping in entire bathroom.  Install new traps and three shut-off valves.  Prepare bathroom for installation of new fixtures.

· Install new bathroom fixtures complete with all associated trim.  Water closet shall, free-standing reverse flush unit, with new seat.

· Furnish and install a bathroom vanity, complete with countertop, sink and required fittings, shut-offs, traps and waste lines, for complete installation.  

· Install new fiberglass non-slip tub, complete with shower facilities, non-scaled valve, shower rod and all associated trim.

15. Plumbing: 

· The buyer will be responsible to have a licensed plumber inspect all stacks, waterlines, drains, vents and fixtures throughout the house and correct all unauthorized, unapproved or defective plumbing so as to comply to Plumbing Code.  Any plumbing work cost resulting from this inspection will be assumed by the Housing to have been included in the Owners bid for same.

· Remove all galvanized pipe and replace to meet Springfield Plumbing Code Repair defective drainage piping and trap by installing new trap and tailpiece to put fixtures in good operating and sanitary conditions.

· Repair water supply in house by removing and disposing of all defective supply piping in basement.  

· Install new water supply main from meter to risers using 3/4" Type "L" copper; 1/2" Type "L" copper, complete with required fittings and shut-offs for balance of work.

· Install seperate drain for washing machine using 2" type "L" copper or equivalent PVC pipe, properly trapped, vented and tied to stack.

· Remove and dispose of existing hot water heater at basement level.  Install new  hot water heater to supply all facilities of home to 120 F.  
16. Electric:
· Repair structure to conform to the State Building code by installing complete new fire detection system for residential use.
· The Owner will be responsible to have a licensed electrician inspect all panel boards and wiring throughout the house and correct all unauthorized, unapproved or defective wiring so as to comply to Electrical Code.  Any electrical work costs resulting from this inspection will be assumed by the Housing to have been included in the Owners bid for same.
· Install 100 AMP, 220 Volt three wire Electric Service(s) and a 16 circuit panel with plug in circuit breakers and main circuit breaker disconnect).  Panel, meter, socket(s), circuit breakers etc. to be Arrow Hart, or equal.  New service(s) to include all equipment, fittings and parts, including service ground wire and clamp for complete new installation(s).  All new and existing circuits to tie into new panel(s).
· Inspect all basement wiring, repair or replace all defective wiring, fixtures, receptacles and switches.  All knob and tube must be removed and replaced with proper sized Romex or equal.
· Install proper and sufficient lighting in basement by installing new fixtures tied to switch at top of stairs.
17. Heat:

· Install four (4") inch block or concrete base of sufficient strength, length and width to accommodate any required supplemental motors, pumps and other systems accessories for each boiler.  Supply and install  complete new gas  hot water boiler of sufficient capacity to heat each and all habitable rooms to a temperature of 70 F. at outside of -10 F. Boiler(s) to be Utica, Weil McLain, H.B. Smith or approved equal, with cast iron heat exchanger and necessary burner and controls as listed by the manufacturer as required. Use proper steam trim as per code. Leave in complete and working condition. Install Hartford Loop as per I-B-R manual.  
· Remove and dispose of existing tank.
18. Stairways: Install proper railings.

